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Name 

Optical connectors CONN# 1 / 2 / 3 / 4 / 5 

DISPLAY brightness 1÷15 

DISPLAY timeout 5÷120 

Info 

IP Address 

Serial 

FW 

FW ver 

Boot ver 

App FW ver 

Temperatures 

Main Board 

Temperature of the 
TX 

Supply diagnostic 

Supply source 

External DC 

Main RAW (+12v6) 

Main Digital (+5v) 

Main Analog (+5v) 

Laser supply (-5v) 

Alarms 

History alarm list 

Current alarm list 

Date/time 

Life time 

Ext. DC alarm 
threshold 

OFF / 10.0÷28.0 V 

Factory preset 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Only with ANT Mode 

Only with ANT Mode & BPF filter. 

BPF settable only with the option MFL-BF1 
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Status ON/OFF 

Mode IFB / ANT 

Filter 150-840 / 470-840 / BPF / EXTERN 

BP filter center freq. 
Central freq. 404÷788 MHz 

(Bandwidth 25MHz) 

Gain 

With IFB Mode: -23.5 ÷ 8.0 dB 

With ANT Mode & filter: 

- BPF: -28.0 ÷ 3.5 dB 

- EXTERN: -22.0 ÷ 9.5 dB 

- 150-840: -20.0 ÷ 11.5 dB 

- 470-840: -20.0 ÷ 11.5 dB 

Booster enabled / disabled 

Booster supply 

Failsafe enabled / disabled 

Ext filter att. 0.0  ÷ 6.0 dB 

BP filter 

ID 

Serial 

App FW ver 

Center freq range 

Filter bandwidth 

Transmitter param 

ID 

Serial 

Current limits 

Optical power 

Temperature 

Offset gain 

Wavelength 

Life time 
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Status ON/OFF 

Mode IFB / ANT 

Gain -13.5 ÷ 18.0 dB 

Failsafe enabled / disabled 

Optical power 

Optical pwr. corr. ON / OFF 

Receiver  param 

ID 

Serial 

Opt rx pwr limits 

Temperature 

Offset gain 

Wavelength 

Life time 
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