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ERA SERIES
STUDIO PROMPTER

Cost effective and light weight Era Studio 

Prompter series are the right choice with 

its professional new design and 

functions. It offers SDI input -  

output and Tally to meet the 

expectations for larger studios.

Easy setup process, without any tool kit, is 

one of the main features such as 

the “flip mirror” that provides 

the reverse view automatically.

It is suitable for Professional 

ENG cameras as well as Studio cameras. 

Besides you will have the ability to reduce 

the counter balance thanks to this new 

ergonomic design.

We offer “Timer” and “MOS Integration” as 

an option up to your request.

INCLUDED IN THE PACKAGE

• LCD Prompter Monitor

• Teleprompter Hood

• 70/30 Teleprompter Glass

• Prompter  Software

• Professional Quick Release Plate

• Hardware Warranty (1 Year)

• Power cable
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SPECIFICATIONS
Panel Brand ERA 17 ERA 19 ERA 21

Panel Size 17" 19" 21"

Panel Dimensions 40,2 x 32,6 x 7,8 cm 44,2 x 37,4 x 7,8 cm 55,8 x 34,9 x 7,8 cm

Resolution 1280X1024 1280X1024 1920X1080

Brightness 250cd/m2 - 1000 cd/m2 250cd/m2 - 1000 cd/m2 300cd/m2 - 1000cd/m2

Weight 8,50 kg 9,50 kg 10,50 kg

Reading Range 20 ft (6m) 23 ft (7m) 26 ft (8m)

Aspect Ratio 4:3 4:3 16:9

Contrast Ratio 1000:1

Viewing Angle 170/160

Video Input SDI, HDMI, Composite (BNC)

Video Output SDI

Tally Input 3 pin mini XLR

Rated Input Power 45W

Rated Input Voltage 110V-230V AC (50-60Hz) / 12 V DC

Rated Output Voltage 12 V DC

Compliance CE & ROHS

OPTIONAL ACCESSORIES

JC1 Hand Controller
• Push on Control Knob
•  Extra 4 buttons (prev, next, F1, F2)
• USB interface

PROCLOCK
•  Supply Voltage: 9-12V
•  Max Current: 1 A
•  Dimensions: 35x11x4 cm
•  Input signal format: LTC SMPTE / EBU  

(balance input)
•   Display Type: 7 Segment 38 mm RED
•  Input Type: 3 Pin XLR
•  Weight: 1 kg

ERA SERIES 
STUDIO PROMPTER


